
Celtron
Model MDB

Miniature Double-Ended Beam
FEATURES

�t��Capacities: 10–50T 
�t��High side load tolerance 
�t��Electroless nickel-plated alloy tool steel 
�t��Surge protection optional for 10T to 50T 
�t��Optional  

�� Hermetically sealed available 
�� FM approval available 

APPLICATIONS

�t��Truck/rail scales 
�t��Silo/hopper/tank weighing 

DESCRIPTION 

MDB is designed for truck and rail scales in high 
capacities with low pro�le. The design of loading through 
a ball is insensitive to side load. 

MDB is constructed of alloy steel and is fully potted 
and sealed with special chemical compounds to IP67 
providing excellent protection against water and moisture 
attack. MDB Hermetically-Sealed is constructed to IP68 
providing excellent protection against corrosive and 
wash-down environments.

OUTLINE DIMENSIONS

CAPACITY L L1 L2 H H1 H2 Ø Ø� W W1 T T1

10 / 20 / 25 / 30T
mm 240 125 80 230 11 20 88 30 135 100

4-Ø18 2-M24
(inch) 9.45 4.92 3.15 8.85 0.43 0.79 3.46 1.18 5.31 3.94

40–50T
mm 340 160 124 261 11 20 98 40 160 124

4-Ø21 4-M24
(inch) 13.38 6.30 4.88 10.28 0.43 0.79 3.86 1.57 6.30 4.88

Wiring diagram:

+ Excitation Red�
- Excitation  Black�
+ Signal    Green�
- Signal  White�
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